


¸ DOTC/LTO proposed the use of MVUC fund in 2005 for

the MVIC Program.

¸ LTO will be implementing the MVIS program by phase

starting 2007.

¸ January 2010, 4 MVICôswill be fully operational.

¸ Region 1,2,6,10 and 12 are undergoing building

construction of MVIC.

OVERVIEW

¸ Region 5,8,9,CAR and CARAGA are acquiring lots for

MVIC.



¸ To provide a systematic, reliable and effective testing of

motor vehicles through computerization and

automation for compliance to safety and emission

requirements;

¸ To comply with existing motor vehicle standards,

provision of national laws and international

agreements;

¸ To ensure compliance to safety and emission

standards;

¸ To integrate all motor vehicle inspection reports into a

central motor vehicle database.

OBJECTIVES



Prevents/minimize air pollution

Eliminates not roadworthy MVs

Reduces traffic accidents due to improper

maintenance

Eliminates illegally modified MVs

Improves fuel consumption by appropriate

check/maintenance

ADVANTAGES



VEHICLE SAFETY INSPECTION 

TEST

For security measures, the inspector is

required to log in before every test. The

inspector enters a username and a

personal identification number (PIN) into

the computer.

At this stage, vehicle information and

specification are entered into the computer

panel.

Manual Input (keyboard) or electronic read

(barcode scanner)

ÅABOVE CARRIAGE ITEMS

To check vehicle safety (e. g.

lightings, seatbelts, etc.)



ABOVE CARRIAGE ITEMS

1. Identity/Construction

2. Engine

3. Front Parking/Clearance Light

4. Head Lights

5. Front Signal Lights

6. Windshield/Window Glass

7. Wiper/Washer

8. Horn

9. Rear Light Signals

10.Rear Parking/Clearance Lights

11.Brake Lights

12.Back up Lights

13.Number Plates

14.Number Plate Lights

15.Hazard Lights

16.Reflectors

17.Floor Board

18. Interior Lights/Top Lights

19.Seat Belts

20.Door/Hinges

21.Rear View/Side Mirror

22.Panel Gauges/Speedometer

23.Brake System/Parking Brake

24.Clutch System

25.Steering

26.Driverôs/Passengerôs Seat

27.Tires/Wheels

28.Wheel Bolts/Nuts

29.Fuel Tank/Fuel Tank Cap

30.Body Appearance Indicator

31.Early Warning Device

32.Others



ÅSIDESLIP TEST

To check the safety of the vehicle 

movement

At this stage, the inspection is fully automated.

The sideslip tester measured the vehicles front

wheel alignment of toe-in and toe-out.

Passed/failed judgments are determined and the

data is transferred to the database.


